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Operation Manual

・ Read these instructions for the proper use of this machine.

・ After having read these instructions, keep them in a convenient 

  place so you or the operator can refer to them whenever necessary.
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２．BEFORE USE
　　Please check for the following accessories before operating the machine.

＊　Instruction Manual　1 copy　     	 ＊　AC Adapter　1 unit
＊　Hexagonal Wrench　1 piece　　 	 ＊　Screwdriver　1 piece

１．OVERVIEW OF THIS MACHINE
　　Thank you very much for selecting our Automatic Screw Feeder "OM-26R series".
　　This machine, with the screwing robot, can line up screws (M-2, M-6) and supplies 
      them continuously to help make screw fastening work efficient.
      Different sizes of screws can be used by changing the rail and parts of the escaper assembly.
      It can be used wherever there is a power source for an AC adapter.
      Only steel screws may be used with this machine. Stainless steel or plastic screws cannot be used.
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３．OPERATING PRECAUTIONS
This manual contains safety alert symbols and signal words to help prevent injuries 
to the user or damage to property.

◎ Indications

This indicates there is a chance of death, serious injury or fire if the instructions 
are not followed.

This indicates there is a chance of personal injury or damage to property
if the instructions are not followed.

◎ Symbols indicating type of danger and preventative measures

This indicates to stop operations.

Unplug power supply from wall outlet.

General caution.

Prohibited operation. Never do this!

Do not disassemble, modify or repair.

Do not touch with wet hands.

WARNING

CAUTION

When the earth wire is connected, loosen the screw near the        mark once.
After attaching the earth wire,tighten the screw again.

the bottom of the main body
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Do not disassemble the AC adapter as there is a risk of electric shock, fire or malfunction.

Do not damage, alter or change the power cord. Do not place heavy objects on the cord.
Do not pull hard on the cord or twist the cord as it could be damaged, thereby causing a risk 
of fire or electric shock.

Do not handle the AC adapter with wet hands as it could cause an electric shock.

When using an outlet with AC100 ～ 240V, don't overload the electrical circuit. 
Do not modify or remodel this machine as this may cause a fire or electric shock.

Do not operate this machine near flammable liquids, gasses or materials as there could 
be a risk of fire or explosion.

Stop operating the machine and unplug the AC adapter from the wall outlet when you detect overheating, 
smoke, a pungent odor or any other unusual condition, as there may be a risk of fire or electric shock. Contact 
the dealer, from which you purchased the machine, and have
it examined and repaired.

In the case of a thunderstorm, stop operating the machine, turn off the power and unplug 
the AC adapter from the wall outlet. If there is lightning and thunder nearby, move away from the machine and 
do not touch it or the AC adapter.
After the thunder stops, and when it is safe to do do so, check the machine. If there is any abnormality, contact 
your dealer.
When performing maintenance, changing parts or when you sense an abnormality in the machine, turn the 
power off and pull the AC adapter from the wall outlet.

WARNING
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Do not bend, alter or damage the rail. Do not apply any oil. It is recommended that the user
clean the rail periodically.

Do not use any screw that is out of the specified range nor any screw that is oily or dirty.

When pick uping screws, do not exert excessive force or shock to the screws.

Do not allow any foreign material to enter the machine while in operation.
Do not put your fingers into the machine while in operation, otherwise an injury will result.

Use only the AC adpater supplied with this machine otherwise it may result in a fire
or electric shock.

Do not install this machine in an unstable location otherwise it may fall causing damage or injury.

When moving the machine, always disconnect the AC adapter from the wall outlet or it may result in damage to 
the cord, or cause a fire or electric shock.

Turn off the machine and unplug the AC adapter from the wall outlet during closing hours 
or if the machine will be unused for any extended period of time.

Do not operate this machine in overly humid or dusty conditions. 
Keep the socket plug clean at all times otherwise it may cause a fire or electric shock.

Do not operate the machine with tension on the AC adapter cord.
Keep the cord loose and untangled.

Always operate the machine with the upper cover in place, otherwise it may result in injury.

CAUTION
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４．NAMES OF MACHINE PARTS

Top lid

Rail fixing bolt
Holding plate

Light-emitting
sensor Light-receiving 

sensor

Power switch

Front cover

Front lower
cover

Escaper guide

Escaper

LED screw indicator

Sensor bracket
Escaper assembly fixing bolts
         (1 left / 1 right)

Holding plate 
adjusting bolt

Holding plate 
fixing bolt






































































